Part number:

HYDROMA HYDROMA

HYDRAULICKE SYSTEMY

UKLADY HYDRAULICZNE

TMAPABJINMECKUE CUCTEMbI

Solenoid operated valves

2-way 2-positions

Common cavity size 08

Cartridge style in manifold

VEI-CS-8A/81-06

O0S15-K-18-Y-Z-W

Cartridge schemes

monodirectional type

bidirectional type

l
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Technical data
Max flow: up to 40 I/min (11 gpm)
Max operating pressure for )
steel body: 350 bar (5000 psi)
Max operating pressure for 210 b (3000 psi)
ar psi

aluminium body:

¢ /] <> </

\ |
/] /]
84|




Dimensions

3-4 Nm
4N N CARTRIDGE TECHNICAL DATA
(2.2-3.0 ft-lb) y ,
Common cavity: CA-08A-2N
ol= Filtration: 25 um nominal or better
IR a2 ARG
<= Ly AU N Sl|5 Minimum voltage required: 90% of nominal
A S|8 Sls gl value
5|2 5|8 5|8 Sls
g9 ol ol 8l .
N °lg °la Coil : S8-356 must be ordered
2 © Em @ m separately see data sheet RE 18325-90
QK| ©
Mounting position: unrestricted
Y=1A/11 Y=1B/1L Y=3D/3M Y=1C/1M 9P
Y=3A/3I For other detail rtridge data sheet
Hex. 24(0_95) Hex. 24 (0]95) or otner detalls see cartridge adata shee
39-51 Nm (28.8-37.6 ft-Ibs) 39-51 Nm (28.8-37.6 ft-Ibs)

[mm (inches)]

0S15 -K- 18 -Y - -Z- -W -
CARTRIDGE SCHEME
Rated Flow |Ports size 1-2 Material

30 I/min [ 40 I/min

(8 gpm) |(11 gpm) G 1/4|G 3/8|Aluminium| Steel monodir. bidir.

monodir.  bidir.

oDtS| 01 | 05 |18) 31 | 3A |09 02| 00 | SO | rorrram 4} <
opts| 01 | 05 |18) 3M | 3D |09 |02 | 00 | SO | |

OD15| 02 | 06 |18| 1l 1A | 09 | 02 00 So

opis| 02 | 06 (18| 1L | 1B | 09 | 02 | 00 S0 o o
oD15| 02 | 06 (18| 1M | 1C | 09 | 02 | 00 S0
U§J OD15 31 |18 3A |09 02| 00 | SO TR
4 [oD15 31 |18 3D | 09 | 02| 00 S0 |
S loD15 32 |18 1A |09 | 02 | 00 S0
% oD15 32 |18 1B | 09 | 02 | 00 S0 2[4

OD15 32 |18 1C | 09 | 02 00 SO0




Performance graphs
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Ordering code

0S5 K|18|Y | Z (W
Manifold with solenoid operated
valve, 2-way 2-positions Manifold material
=00 Aluminium
=S0  Steel
Cartridge scheme (see page 1 and 2)
=01
Monodirectional

=02

=05 Port sizes (see table on page 2)

=06 =09 G 1/4

Bidirectional

=31 =02 G 3/8

=32

Common cavity Size 08 See table on page 2
Preferred types (readily available)
Type Material number Type Material number
0S150118310200 R934002825 0S1505183D09S0 R934000727
0815011830900 R934002826 0S150518310200 R934002878
0S1501183M0200 R934002830 0S150518310900 R934002881
0S1502181C0200 R934002835 0S1505183M0200 R934003480
0S1502181C0900 R934002836 0S1516181A0200 R934002922
0S1502181C09S0 R934002837 0S1506181A0900 R934002925
0S150218110200 R934002838 0S1506181B0200 R934002927
0S1502181102S0 R934000418 0S1506181C0200 R934002929
0S150218110900 R934002839 0S1506181C0900 R934002934
0S1502181L0200 R934002842 0S150618110900 R934002937
0S1502181M0200 R934002844 0S1531183A0200 R934002972
0OS1505183A0200 R934002868 0S1531183A0900 R934002976
0OS1505183A0900 R934002872 0S1532181A0200 R901132028
0S1505183D0200 R934002876 0S1532181A0900 R934002998

www.hydroma.cz

www.hydroma.eu

www.hidromasistems.pl
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