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2. Flow rate/pressure drop curve complete filter

.

y = differential pressure ∆ p [bar]

x = flow rate V [l/min]
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3. Separation grade characteristics

y = beta-value

x = particle size [µm]

-

determined by multipass tests (ISO 16889)

calibration according to ISO 11171 (NIST)

_

4. Filter performance data

tested according to ISO 16889 (multipass test)

-

PS elements with

max. ∆ p 20 bar

_

PS vst elements with

max. ∆ p 210 bar

PS 3 β5(C) ≥200 PS vst 3 β5(C) ≥200

PS 6 β7(C) ≥200 PS vst 6 β7(C) ≥200

PS 10 β10(C) ≥200 PS vst 10 β10(C) ≥200

PS 25 β20(C) ≥200

 

PS vst 25 β20(C) ≥200

values guaranteed up to

10 bar differential pressure

values guaranteed up to

20 bar differential pressure

5. Quality assurance

MAHLE filters and filter elements are produced according to the following international standards:

Norm Designation

DIN ISO 2941 Hydraulic fluid power filter elements; verification of collapse/burst resistance

DIN ISO 2942 Hydraulic fluid power filter elements; verification of fabrication integrity

DIN ISO 2943 Hydraulic fluid power filter elements; verification of material compatibility with fluids

DIN ISO 3723 Hydraulic fluid power filter elements; method for end load test

DIN ISO 3724 Hydraulic fluid power filter elements; verification of flow fatigue characteristics

ISO 3968 Hydraulic fluid power filters; evaluation of pressure drop versus flow characteristics

ISO 10771.1 Fatigue pressure testing of metal containing envelopes in hydraulic fluid applications

ISO 16889 Hydraulic fluid power filters; multipass method for evaluation filtration performance of a filter element

6. Symbols
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7. Order numbers

Example for ordering filters:

1. Housing design 2. Filter element

V=80 l/min, electrical indicator

Type: Pi 2108-069

Order number: 77810286

PS vst 3

Type: Pi 2208 PS vst 3

Order number: 77680200

7.1 Housing design

Nominal size

NG [l/min]

Order

number Type

with bypass

valve and

visual indicator

with bypass

valve and

electrical

indicator

with

visual

indicator

with

electrical

indicator

77810211 Pi 2105-057

77810229 Pi 2105-058

77810237 Pi 2105-068
50

77810245 Pi 2105-069

77810252 Pi 2108-057

77810260 Pi 2108-058

77810278 Pi 2108-068
80

77810286 Pi 2108-069

78204083 Pi 2111-057

78204091 Pi 2111-058

78204109 Pi 2111-068
110

78204117 Pi 2111-069

77774573 Pi 2115-057

77774565 Pi 2115-058

77774557 Pi 2115-068
150

77774540 Pi 2115-069

77774532 Pi 2130-057

77774524 Pi 2130-058

77774516 Pi 2130-068
300

77774508 Pi 2130-069

77774490 Pi 2145-057

77774482 Pi 2145-058

77774474 Pi 2145-068
450

77774466 Pi 2145-069

When filter with non bypass configuration is selected, the collapse pressure of the element must not be exceeded.
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7.2 Filter elements (a wider range of element types is availble on request)

Nominal size

NG [l/min]

Order

number Type Filter material

max. ∆p

[bar]

Filter surface

[cm²]

77680135 Pi 2105 PS 3 PS 3 590

77943509 Pi 5105 PS 6 PS 6 590

77680325 Pi 3105 PS 10 PS 10 590

77680440 Pi 4105 PS 25 PS 25

20

590

77680192 Pi 2205 PS vst 3 PS vst 3 425

77943533 Pi 5205 PS vst 6 PS vst 6 425

77680382 Pi 3205 PS vst 10 PS vst 10 425

50

77680507 Pi 4205 PS vst 25 PS vst 25

210

425

77680143 Pi 2108 PS 3 PS 3 1150

77943517 Pi 5108 PS 6 PS 6 1150

77680341 Pi 3108 PS 10 PS 10 1150

77680457 Pi 4108 PS 25 PS 25

20

1150

77680200 Pi 2208 PS vst 3 PS vst 3 850

77943541 Pi 5208 PS vst 6 PS vst 6 850

77681190 Pi 3208 PS vst 10 PS vst 10 850

80

77680515 Pi 4208 PS vst 25 PS vst 25

210

850

77680150 Pi 2111 PS 3 PS 3 1700

77943525 Pi 5111 PS 6 PS 6 1700

77680333 Pi 3111 PS 10 PS 10 1700

77680465 Pi 4111 PS 25 PS 25

20

1700

77680218 Pi 2211 PS vst 3 PS vst 3 1275

77943558 Pi 5211 PS vst 6 PS vst 6 1275

77680390 Pi 3211 PS vst 10 PS vst 10 1275

110

77680523 Pi 4211 PS vst 25 PS vst 25

210

1275

77680168 Pi 2115 PS 3 PS 3 2425

77955099 Pi 5115 PS 6 PS 6 2425

77680358 Pi 3115 PS 10 PS 10 2425

77680473 Pi 4115 PS 25 PS 25

20

2425

77680226 Pi 2215 PS vst 3 PS vst 3 2010

77955123 Pi 5215 PS vst 6 PS vst 6 2010

77680408 Pi 3215 PS vst 10 PS vst 10 2010

150

77680531 Pi 4215 PS vst 25 PS vst 25

210

2010

77680176 Pi 2130 PS 3 PS 3 4620

77955107 Pi 5130 PS 6 PS 6 4620

77680366 Pi 3130 PS 10 PS 10 4620

77680481 Pi 4130 PS 25 PS 25

20

4620

77680234 Pi 2230 PS vst 3 PS vst 3 3800

77955131 Pi 5230 PS vst 6 PS vst 6 3800

77680416 Pi 3230 PS vst 10 PS vst 10 3800

300

77680549 Pi 4230 PS vst 25 PS vst 25

210

3800

77680184 Pi 2145 PS 3 PS 3 6865

77955115 Pi 5145 PS 6 PS 6 6865

77680374 Pi 3145 PS 10 PS 10 6865

77680499 Pi 4145 PS 25 PS 25

20

6865

77680242 Pi 2245 PS vst 3 PS vst 3 5600

77955149 Pi 5245 PS vst 6 PS vst 6 5600

77680424 Pi 3245 PS vst 10 PS vst 10 5600

450

77680556 Pi 4245 PS vst 25 PS vst 25

210

5600
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8. Technical specifications

Design: line mounting filter

Nominal pressure: Pi 2115 - Pi 2145 25 bar (360 psi)

Pi 2105 - Pi 2111 63 bar (900 psi)

Test pressure: Pi 2115 - Pi 2145 33 bar (470 psi)

Pi 2105 - Pi 2111 82 bar (1170 psi)

Temperature range: -10 °C to +120 °C

(other temperature ranges on request)

Bypass setting: ∆ p 3.5 bar ± 10 %

Filter head material: GAL

Filter housing material: AL/St

Sealing material: NBR/AL

Maintenance indicator setting: ∆ p 2.2 bar ± 10 %

Electrical data of maintenance indicator:

Maximum voltage: 250 V AC/200 V DC

Maximum current: 1 A

Contact load: 70 W

Type of protection: IP 65 in inserted

and secured status

Contact: normally open/closed

Cable sleave: M20x1.5

-

The switching function can be changed by turning the electric upper

part by 180° (normally closed contact or normally open contact). The

state on delivery is a normally closed contact. By inductivity in the

direct current circuit the use of suitable protection circuit should be

considered. Further maintenance indicator details and designs are

available in the maintenance indicator data sheet.

-

We draw attention to the fact that all values indicated are average

values which do not always occur in specific cases of application.

Our products are continually being further developed. Values, di-

mensions and weights can change as a result of this. Our special-

ized department will be pleased to offer you advice.

_

We recommend you to contact us concerning applications of our fil-

ters in areas governed by the EU Directive 94/9 EC (ATEX 95). The

standard version can be used for liquids based on mineral oil (cor-

responding to the fluids in Group 2 of Directive 97/23 EC Article 9).

If you consider to use other fluids please contact us for additional

support.

_

Subject to technical alteration without prior notice.

_

9. Dimensions

All dimensions except “C” in mm.

Type A B C* D E F

G

SW H I K L M N O P R

Weight

[kg]

Pi 2105 78 38 G1 197 269 80 27 66 139 168 M8x16 52 81 85 100 16 2.6

Pi 2108 78 38 G1 273 345 80 27 66 139 168 M8x16 52 81 85 100 16 2.9

Pi 2111 78 38 G1 351 423 80 27 66 139 168 M8x16 52 81 85 100 16 2.6

Pi 2115 78 40 G1½ 260 332 110 32 109 165 280 M10x20 62 140 140 210 19 7.1

Pi 2130 78 40 G1½ 377 449 110 32 109 165 280 M10x20 62 140 140 210 19 8.0

Pi 2145 78 40 G1½ 493 565 110 24 109 165 280 M10x20 62 140 140 210 19 16.0

*SAE flange connections (3000 PSI) on request
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