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CARATTERISTICHE GENERALI
GENERAL SPECIFICATION

DISTRIBUTORI MONOBLOCCO
MONOBLOCK VALVES

DISTRIBUTORI COMPONIBILI
MODULAR VALVES

DCV 20 DCV 40 DCV 30 DCV 50 DCV 80 DCV MG

Ca
ra

tte
ris

tic
he

Fe
at

ur
es

N° max sezioni
Max section 6 6 12 12 12 10

Portata l/min
Max flow l/min 40 70 40 70 120 230

Portata GPM
Max flow GPM 10.6 18.5 10.6 18.5 31.7 60.7

Pressione max BAR
Max pressure BAR 400 400 350 350 350 350

Pressione max psi
Max pressure psi 5800 5800 5075 5075 5075 5075

Ci
rc

ui
to

Ci
rc

ui
t

Parallelo
Parallel • • • • • •

Serie
Series • • • •

Tandem
Tandem • • • •

Va
lv.

m
ax

 p
re

ss
.

M
ai

n 
re

lie
f Diretta

Direct • • •

Pilotata
Piloted • • •

Va
lv

ol
e 

au
si

lia
rie

Po
rt 

re
lie

f

Antiurto
Overload • • • • • •

Anticavitazione
Anti cavitation • • • •

Combinate
Combined • • • •

Fi
le

tta
tu

re
Th

re
ad

s BSP 3/8” 3/8” ÷ 1/2” 3/8” 1/2” 1/2” ÷ 3/4” 3/4” ÷ 1”

SAE 6 6 - 8 6 10 10 ÷ 12 16

Co
rs

a 
cu

rs
or

e
Sp

oo
l s

tro
ke

A ÷ B
mm ± 5 ± 5 ± 5 ± 5 ± 7 ± 8

inch ± 0.20 ± 0.20 ± 0.20 ± 0.20 ± 0.28 ± 0.31

4a posizione
4th position

mm - 4 - 4 - 4 - 5 - 5.5 - 5.5

inch - 0.16 - 0.16 - 0.16 - 0.20 - 0.22 - 0.22 

Serie
Series

mm
— —

± 4 ± 5 ± 5.5 ± 8

inch ± 0.16 ± 0.20 ± 0.22 ± 0.31
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Distributori monoblocco

Monoblock valves

DCV 20 - DCV 40



3

DISTRIBUTORE
DIRECTIONAL CONTROL VALVE

MODELLO
MODEL DCV 20

PORTATA
FLOW

40 l/min
10.6 GPM

PRESSIONE MAX
MAX PRESSURE

400 BAR
5800 PSI

DISTRIBUTORE TIPO
TYPE OF VALVE

QUOTE VARIABILI - VARIABLE DIMENSIONS
C D PESO - WEIGHT

mm inch mm inch kg lb

DCV 20/1 80 3.15 62 2.44 2.10 4.62

DCV 20/2 112 4.41 94 3.70 3.25 7.15

DCV 20/3 144 5.67 126 4.96 4.35 9.57

DCV 20/4 176 6.93 158 6.22 5.45 11.99

DCV 20/5 208 8.19 190 7.48 6.55 14.41

DCV 20/6 240 9.45 222 8.74 7.65 16.83

Valvola antiurto
Overload valve

(...) = inches
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DISTRIBUTORE
DIRECTIONAL CONTROL VALVE

MODELLO
MODEL DCV 40

PORTATA
FLOW

70 l/min
18.5 GPM

PRESSIONE MAX
MAX PRESSURE

400 BAR
5800 PSI

DISTRIBUTORE TIPO
TYPE OF VALVE

QUOTE VARIABILI - VARIABLE DIMENSIONS
C D PESO - WEIGHT

mm inch mm inch kg lb

DCV 40/1 102 4.02 73 2.87 3.57 7.85

DCV 40/2 139 5.47 110 4.33 5.45 11.99

DCV 40/3 176 6.93 147 5.79 7.30 16.06

DCV 40/4 213 8.39 184 7.24 9.15 20.13

DCV 40/5 250 9.84 221 8.70 11.00 24.20

DCV 40/6 287 11.30 258 10.16 12.85 28.27

Valvola antiurto
Overload valve

(...) = inches



22

Distributori componibili

Modular valves

DCV 30 - DCV 50

DCV 80 - DCV MG
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DISTRIBUTORE COMPONIBILE
MODULAR VALVE

MODELLO
MODEL DCV 30

PORTATA
FLOW

40 l/min
10.6 GPM

PRESSIONE MAX
MAX PRESSURE

350 BAR
5075 PSI

DISTRIBUTORE TIPO
TYPE OF VALVE

QUOTE VARIABILI - VARIABLE DIMENSIONS
C D PESO - WEIGHT

mm inc mm inc kg lb
DCV 30/1 114 4.49 70 2.76 4.70 10.34

DCV 30/2 146 5.75 102 4.02 6.40 14.08

DCV 30/3 178 7.01 134 5.28 8.10 17.82

DCV 30/4 210 8.27 166 6.54 9.80 21.56

DCV 30/5 242 9.53 198 7.80 11.50 25.30

DCV 30/6 274 10.79 230 9.06 13.20 29.04

DCV 30/7 306 12.05 262 10.31 14.90 32.78

DCV 30/8 338 13.31 294 11.57 16.60 36.52

DCV 30/9 370 14.57 326 12.83 18.30 40.26

DCV 30/10 402 15.83 358 14.09 20.00 44.00

DCV 30/11 434 17.09 390 15.35 21.70 47.74

DCV 30/12 466 18.35 422 16.61 23.40 51.48

Coppia di serraggio dei tiranti
35 Nm

Tie-rod tightening torque (...) = inches
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DISTRIBUTORE COMPONIBILE
MODULAR VALVE

MODELLO
MODEL DCV 50

PORTATA
FLOW

70 l/min
18.5 GPM

PRESSIONE MAX
MAX PRESSURE

350 BAR
5075 PSI

DISTRIBUTORE TIPO
TYPE OF VALVE

QUOTE VARIABILI - VARIABLE DIMENSIONS
C D PESO - WEIGHT

mm inc mm inc kg lb
DCV 50/1 130 5.12 84 3.31 7.00 15.40

DCV 50/2 168 6.61 122 4.80 9.60 21.12

DCV 50/3 206 8.11 160 6.30 12.20 26.84

DCV 50/4 244 9.61 198 7.80 14.80 32.56

DCV 50/5 282 11.10 236 9.29 17.40 38.28

DCV 50/6 320 12.60 274 10.79 20.00 44.00

DCV 50/7 358 14.09 312 12.28 22.60 49.72

DCV 50/8 396 15.59 350 13.78 25.20 55.44

DCV 50/9 434 17.09 388 15.28 27.80 61.16

DCV 50/10 472 18.58 426 16.77 30.40 67.88

DCV 50/11 510 20.08 464 18.27 33.00 72.60

DCV 50/12 548 21.57 502 19.76 35.60 78.32

Coppia di serraggio dei tiranti
55 Nm

Tie-rod tightening torque (...) = inches
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DISTRIBUTORE COMPONIBILE
MODULAR VALVE

MODELLO
MODEL DCV 80

PORTATA
FLOW

120 l/min
31.7 GPM

PRESSIONE MAX
MAX PRESSURE

350 BAR
5075 PSI

DISTRIBUTORE TIPO
TYPE OF VALVE

QUOTE VARIABILI - VARIABLE DIMENSIONS
C D PESO - WEIGHT

mm inc mm inc kg lb
DCV 80/1 144 5.67 92 3.62 9.80 21.56

DCV 80/2 186 7.32 134 5.28 13.70 30.14

DCV 80/3 228 8.98 176 6.93 17.60 38.72

DCV 80/4 270 10.63 218 8.58 21.50 47.30

DCV 80/5 312 12.28 260 10.24 25.40 55.88

DCV 80/6 354 13.94 302 11.89 29.30 64.46

DCV 80/7 396 15.59 344 13.54 32.20 70.84

DCV 80/8 438 17.24 386 15.20 37.10 81.62

DCV 80/9 480 18.90 428 16.85 41.00 90.20

DCV 80/10 522 20.55 470 18.50 44.90 98.78

DCV 80/11 564 22.20 512 20.16 48.80 107.36

DCV 80/12 606 23.86 554 21.81 52.70 115.94

Coppia di serraggio dei tiranti
55 Nm

Tie-rod tightening torque (...) = inches
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