Part number: H YDROMA HYDROMA

HYDRAULICKE SYSTEMY  UKLADY HYDRAULICZNE TWAPABNMYECKME CUCTEMBI

VU-LN 0D.44.02.00-Y -Z
e L DESCRIPTION - OPERATION

Flo il _ These valves are particularly suitable to be used in

SRR -1 | '—Lr.. | - thZ integrated circuits due to very small dimensions and ease

of installation. They have to be mounted as indicated .
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Cug [ AE, FEATURES - RATINGS
y /] | i Maximum Operating Pressure 350 bar
i - Rated Flow see table
™ - &| = Fluids - Temperatures - Testing Conditions - Seals |
e see page 7.01.04
i i 4’_?" 777 « Internal Leakage : see page 7.01.04
= & I-' J,‘E, _ui': = Filtration : 25 pm nominal or better, see page 7.01.05
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. 3 TIGHTENING FLOW
CRACKING PRESSURE O-Ring | O-Ring Torque | WEIGHT | ‘wax. | b Y
Z bar Size Code Cartridge Kg Iimin
G14 | G3/8 | G112 | G334 9x1 11.02.01.989 6 Mm 0.015 15 G114 | 09
01 2.3 1.75 1.75 0.3 108x1.8 | 11.0201.015 6 Mm 0.025 30 G 38 | 02
14x1.8 | 11.02.01.018 10 Nm 0.040 50 G1/2 | 03
187 x26 | 11.02.01.072 20 Nm 0.070 80 G 34 | 04
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